
A112 Straight Radiator
Delivery Hose

DATA SHEET

Manufactured specifically for the transfer of hot water and anti-freeze/anti-boil solutions in cooling systems.

Hose Construction
	 Tube: 		 EPDM blend - black
	 Cover: 	 EPDM blend smooth - black
	 Reinforcing: 	 High tensile synthetic textile cords

Features
•	 Weather resistant
•	 Ozone resistant
•	 Abrasion resistant
•	 Mylar layline
•	 Mandrel built

Temperature
•	 -40°C to 100°C

Standards
•	 Nil

Part Number
•	 To view available part number options please click here

Dimensions
(mm)

Pressures
Vacuum Weight

(kg/mtr)

Bend
Radius
(mm)

Coil
Lengths

(mtr)

Working Burst

ID OD psi bar psi bar bar

19.1 29.0 75 5 217 15 n/a 0.52 155 0.914
22.2 32.0 75 5 217 15 n/a 0.58 180 0.914
25.4 35.0 75 5 217 15 n/a 0.63 205 0.914
28.6 38.0 75 5 217 15 n/a 0.68 230 0.914
31.8 44.0 75 5 217 15 n/a 1.01 255 0.914
34.9 48.0 75 5 217 15 n/a 1.19 280 0.914
38.1 51.0 75 5 217 15 n/a 1.25 305 0.914
41.3 54.0 75 5 217 15 n/a 1.35 330 0.914
44.5 57.0 75 5 217 15 n/a 1.38 355 0.914
47.6 60.0 75 5 217 15 n/a 1.46 380 0.914
50.8 63.0 75 5 217 15 n/a 1.52 405 0.914
54.0 67.0 75 5 217 15 n/a 1.72 430 0.914
57.2 70.0 75 5 217 15 n/a 1.79 460 0.914
60.3 73.0 75 5 217 15 n/a 1.85 480 0.914
63.5 76.0 75 5 217 15 n/a 1.90 510 0.914
66.7 79.0 75 5 217 15 n/a 1.96 535 0.914
69.9 82.0 75 5 217 15 n/a 2.02 560 0.914
73.0 86.0 75 5 217 15 n/a 2.23 585 0.914
76.2 89.0 75 5 217 15 n/a 2.31 610 0.914

Product Code: DB01 
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