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Size (mm) RPZ (complete unit) Part No. Price $

15 15-975XLC RPZ-015-W 924.50

20 20-375XLC RPZ-020-W 1053.38

25 25-375XLC RPZ-025-W 1172.53

32 32-375XLC RPZ-032-W 2085.21

40 40-375XLC RPZ-040-W 2137.83

50 50-375XLC RPZ-050-W 2389.08

Reduced Pressure Zone Devices c/w Isolation - Valve & Strainer
 Application: Backflow prevention

 Style: Reduced pressure zone (complete unit)

 End Connection: Screwed Female BSP

 Standards: Complies with AS/NZS 2485.1 Standards Mark Licence 1379

VO03

Complete Unit (With Strainer)

Size (mm) DCV (complete unit) Part No. Price $

20 20-350XLC DCV-020-W 651.46

25 25-350XLC DCV-025-W 729.35

32 32-350XLC DCV-032-W 1571.18

40 40-350XLC DCV-040-W 1658.77

50 50-350XLC DCV-050-W 1848.88

Double Check Valve Device c/w Isolation Valve
 End Connection: Screwed Female BSP

 Standards: Complies with AS/NZS 2485.1 Standards Mark Licence 1379

Without Strainer

Size (mm) DCV (less strainer) Part No. Price $

20 20-350XLS DCV-020-WY 618.87

25 25-350XLS DCV-025-WY 696.75

32 32-350XLS DCV-032-WY 1468.16

40 40-350XLS DCV-040-WY 1542.80

50 50-350XLS DCV-050-WY 1717.01

Model 350XLC

Model 350XLS

Price Group: SD

Price Group: SD

Price Group: SD

Model 375XLC

Inch Ratio Part No. Price $ Inch Ratio Part No. Price

1 1.5:1 (3:2) YH13 516.79 --- ---

1 2:1 YH23 519.54 3" 1.5:1 (3:2) YH801 7082.47

1 3:1 YH33 516.79 3" 2:1 YH802 7082.47

1 1/2 1.5:1 (3:2) YH15 2215.54 3" 3:1 YH803 7082.47

1 1/2 2:1 YH25 2215.54 --- ---

1 1/2 3:1 YH35 2215.54 --- ---

2 1.5:1 (3:2) YH16 2796.67 4" 1.5:1 (3:2) YH1001 11804.12

2 2:1 YH26 2805.75 4" 2:1 YH1002 11454.56

2 3:1 YH36 2796.67 4" 3:1 YH1003 11804.12

2 1/2 2:1 YH27 4804.67 --- ---

Application: •  Reducing static & dynamic fluid pressure in fresh and flush water applications in 
mines and high rise buildings.

Materials: •  Body: Gun Metal -BS1400-LG2. Seat & Trim: Gun metal seat retainer, Seal Ring:  
NBR /EPDM 

Features: • One piece direct acting ratio pressure reducing valves.
• Screwed female BSP & flanged BS4504 Table E.
•  High flow rates/accurate control of pressure, reduces surge & water hammer
•  Reliable with only one moving part. Minimum maintenance required.

Pressure Rating: •  Inlet Pressures for Screwed: Min 300 to Max  2000KPA,  Flanged  Min 200 to Max  
2000KPA

Ratio Pressure Reducing Valves Screwed BSP & Flanges Table E

Screwed BSP

Flanged Table E
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