
Minsup® Claw Couplings are a universal hose coupling that provides quick safe and reliable connections. Claw couplings are 
designed with a common or universal claw which enables differing hose sizes and nominal bore sizes to be connected. Claw 
couplings are most commonly used for conveying air and water and are not to be used for steam applications.

Size
(inch)

Male Part Numbers Female Part Numbers
Hose End

BSP NPT BSP NPT
3/8 08/001/12/000 08/001/12/004 08/001/13/000 08/001/13/004 08/001/14/000
1/2 08/001/09/000 08/001/09/004 08/001/10/000 08/001/10/004 08/001/11/000
3/4 08/001/06/000 08/001/06/004 08/001/07/000 08/001/07/004 08/001/08/000
1 08/001/03/000 08/001/03/004 08/001/04/000 08/001/04/004 08/001/05/000

1 1/4 08/001/01/000 - - - 08/001/02/000

MINSUP® A-Type Claw
Couplings

DATA SHEET

Applications 
• Underground and surface mining
• Mineral processing
• Compressor and air tool industries
• Hire companies
• Water delivery
• Compressed air service

Features 
• Standard coupling head ensures the interchangeability     
 of all sizes regardless of whether the mating coupling is  
 male, female, or hose end
• Zinc plated for corrosion resistance
• Machine seal area for leak-free operation
• Investment cast bodies ensure accurate castings for  
 trouble-free connections
• Unique composite seal design allows minimum effort to  
 couple with superior pressure rating
• BSP & NPT threads available

Materials 
• Body: SG Iron to ISO 1083 zinc plated
• Seal: Natural rubber (standard), FKM can be purchased  
 separately

Pressure Ratings:
• Working Pressure: 500psi (3.45MPa)
• Burst Pressure: 2000psi (13.80MPa)

Standards
• ISO 1083, 1987:400 250-15 SGI
• Zinc plate to AS1789-2003 table 1Fe/Zn8 8µm minimum  
 thickness
• BSP thread to ISO 7-1 pipe threads where pressure-tight  
 joints are made on the threads
• NPT thread to ANSI B1.20.3 dryseal pipe threads

Product Group: AA01

Minsup® claw couplings connect together quickly and easily by firmly pressing two of the same claw fittings together and 
twisting each fitting clockwise until the claws are connected, this locks the fittings tight together creating a leak proof-seal.

How it works

https://australia.dixonvalve.com/en/products/minsupr-type-male-bsp-end/0800112000
https://australia.dixonvalve.com/en/products/minsupr-type-male-npt-end/0800112004
https://australia.dixonvalve.com/product/08%5C001%5C13%5C000
https://australia.dixonvalve.com/product/08%5C001%5C13%5C004
https://australia.dixonvalve.com/product/08%5C001%5C14%5C000
https://australia.dixonvalve.com/en/products/minsupr-type-male-bsp-end/0800109000
https://australia.dixonvalve.com/en/products/minsupr-type-male-npt-end/0800109004
https://australia.dixonvalve.com/product/08%5C001%5C10%5C000
https://australia.dixonvalve.com/product/08%5C001%5C10%5C004
https://australia.dixonvalve.com/product/08%5C001%5C11%5C000
https://australia.dixonvalve.com/en/products/minsupr-type-male-bsp-end/0800106000
https://australia.dixonvalve.com/en/products/minsupr-type-male-npt-end/0800106004
https://australia.dixonvalve.com/product/08%5C001%5C07%5C000
https://australia.dixonvalve.com/product/08%5C001%5C07%5C004
https://australia.dixonvalve.com/product/08%5C001%5C08%5C000
https://australia.dixonvalve.com/en/products/minsupr-type-male-bsp-end/0800103000
https://australia.dixonvalve.com/en/products/minsupr-type-male-npt-end/0800103004
https://australia.dixonvalve.com/product/08%5C001%5C04%5C000
https://australia.dixonvalve.com/product/08%5C001%5C04%5C004
https://australia.dixonvalve.com/product/08%5C001%5C05%5C000
https://australia.dixonvalve.com/en/products/minsupr-type-male-bsp-end/0800101000
https://australia.dixonvalve.com/product/08%5C001%5C02%5C000
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MALE BSP
Size

(inch) Part Number A B C

3/8 08/001/12/000 57 43 35
1/2 08/001/09/000 57 43 40
3/4 08/001/06/000 60 46 40
1 08/001/03/000 61 47 40

1 1/4 08/001/01/000 65 51 40

Size
(inch) Part Number A B C

3/8 08/001/13/000 50 36 33
1/2 08/001/10/000 50 36 27
3/4 08/001/07/000 50 36 33
1 08/001/04/000 50 36 40

FEMALE BSP

HOSE END
Size

(inch) Part Number A B C D

3/8 08/001/14/000 72 58 26 10.5
1/2 08/001/11/000 90 76 43 13.5
3/4 08/001/08/000 88 74 45 20.0
1 08/001/05/000 88 74 45 25.4

1 1/4 08/001/02/000 96 82 55 32.0

HOSE END with CRIMPED FERRULE
Size

(inch) Part Number A B C D

1/2 AS15HCF 90 76 43 13.5
3/4 AS20HCF 88 74 45 20.0
1 AS25HCF 88 74 45 25.4

Technical Information
Minsup® A Type Claw Coupling

https://australia.dixonvalve.com/en/products/minsupr-type-male-bsp-end/0800112000
https://australia.dixonvalve.com/en/products/minsupr-type-male-bsp-end/0800109000
https://australia.dixonvalve.com/en/products/minsupr-type-male-bsp-end/0800106000
https://australia.dixonvalve.com/en/products/minsupr-type-male-bsp-end/0800103000
https://australia.dixonvalve.com/en/products/minsupr-type-male-bsp-end/0800101000
https://australia.dixonvalve.com/product/08%5C001%5C13%5C000
https://australia.dixonvalve.com/product/08%5C001%5C10%5C000
https://australia.dixonvalve.com/product/08%5C001%5C07%5C000
https://australia.dixonvalve.com/product/08%5C001%5C04%5C000
https://australia.dixonvalve.com/product/08%5C001%5C14%5C000
https://australia.dixonvalve.com/product/08%5C001%5C11%5C000
https://australia.dixonvalve.com/product/08%5C001%5C08%5C000
https://australia.dixonvalve.com/product/08%5C001%5C05%5C000
https://australia.dixonvalve.com/product/08%5C001%5C02%5C000
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Part Number Description
AWR4 Natural Rubber A Type Standard Seal

AWR4V FKM A Type Standard Seal

Product Code: AA01

Minsup® A-Type Claw Couplings

Part Number Description
05/010/02/000 Safety Locking Pin - zinc plated mild steel

05/010/02/000B Safety Locking Pin - zinc plated mild steel (box quantity 1000)
05/010/02/000SS Safety Locking Pin - 316 stainless steel

Part Number Description
08/001/16/000 Three way connector

Part Number Description
08/001/15/000 Blank end

Part Number Description
05/100/01/901 Gauze - eliminates air line debris

Product Code: AA01

Product Code: BA01

Product Code: AD05

Product Code: AA01

A Type bellow seal couplings are not recommended for use with 
Minsup standard seal couplings

Warning: Never use A Type couplings for steam service

The use of a Minsup safety locking pin is necessary to ensure that 
Minsup A Type couplings will not become accidentally disconnected. 
This ensures that the fittings are properly connected as the pin will 
not go through the holes in both couplings until the couplings are 
locked into place

Safety Notes

https://australia.dixonvalve.com/product/AWR4
https://australia.dixonvalve.com/product/AWR4V
https://australia.dixonvalve.com/product/05%5C010%5C02%5C000
https://australia.dixonvalve.com/product/05%5C010%5C02%5C000B
https://australia.dixonvalve.com/product/05%5C010%5C02%5C000SS
https://australia.dixonvalve.com/product/08%5C001%5C16%5C000
https://australia.dixonvalve.com/product/08%5C001%5C15%5C000
https://australia.dixonvalve.com/product/05%5C100%5C01%5C901

