
Diagnostic quick couplings provide easy connections for mechanical gauges or specialised diagnostic equipment, used in 
various markets such as industrial, mining and construction. Couplers and nipples are available in 1/8” NPT with pressure 
rating of 6,000 psi when connected.

PD-Series ISO15171-1
Dixon Quick Coupling

DATA SHEET

Applications
• Mobile equipment
• Cooling systems
• Industrial hydraulic systems
• Fluid and air systems
• Hydraulic machinery

Thread
• NPT

Size
• 1/8”

Body Material
• Steel

Seals
•  Nitrile (Buna-N) seals are standard, providing a temperature 

range of -40°C to 121°C (-40°F to 250°F)
•  PTFE anti-extrusion ring protects main coupler O-ring from 

dynamic impulse pressure damage

Interchange
• Interchangeable to ISO15171-1
• Parker PD-Series
• Eaton/Aeroquip FD90

Features
•  Machined components are manufactured using solid steel 

bar stock
• Stainless steel balls, retaining rings and springs maximise  
 corrosion resistance and extend service life
•  Steel componentry is plated using ROHS compliant trivalent 

chrome
•  Steel nipples are machined from solid steel bar stock and 

hardened

Part Number Threads Material Description

1PDF1 1/8” - 27 NPT Female steel PD-Series ISO15171-1 Diagnostic Coupler 1/8” Body
1PDF2 1/4” - 18 NPT Female steel PD-Series ISO15171-1 Diagnostic Coupler 1/8” Body
PD1F1 1/8” - 27 NPT Female steel PD-Series ISO15171-1 Diagnostic Plug 1/8” Body
PD1F2 1/4” - 18 NPT Female steel PD-Series ISO15171-1 Diagnostic Plug 1/8” Body
1PDM2 1/4” - 18 NPT Male steel PD-Series ISO15171-1 Diagnostic Coupler 1/8” Body
PD1M1 1/8” - 27 NPT Male steel PD-Series ISO15171-1 Diagnostic Plug 1/8” Body
PD1M2 1/4” - 18 NPT Male steel PD-Series ISO15171-1 Diagnostic Plug 1/8” Body

PD1OM2 7/16” - 20 ORB Male steel PD-Series ISO15171-1 Diagnostic Plug 1/8” Body
PD1OM3 9/16” - 18 ORB Male steel PD-Series ISO15171-1 Diagnostic Plug 1/8” Body

H1DC N/A nitrile PD-Series Plug Dust Cap 1/8” Body

Product Group: AP15

https://australia.dixonvalve.com/en/products/pd-series-diagnostic-female-coupler/1pdf1
https://australia.dixonvalve.com/en/products/pd-series-diagnostic-female-coupler/1pdf2
https://australia.dixonvalve.com/en/products/pd-series-diagnostic-female-plug/pd1f1
https://australia.dixonvalve.com/en/products/pd-series-diagnostic-female-plug/pd1f2
https://australia.dixonvalve.com/en/products/pd-series-diagnostic-male-coupler/1pdm2
https://australia.dixonvalve.com/en/products/pd-series-diagnostic-male-plug/pd1m1
https://australia.dixonvalve.com/en/products/pd-series-diagnostic-male-plug/pd1m2
https://australia.dixonvalve.com/en/products/pd-series-diagnostic-male-plug/pd1om2
https://australia.dixonvalve.com/en/products/pd-series-diagnostic-male-plug/pd1om3
https://australia.dixonvalve.com/en/products/dqc-h-series-iso-b-dust-capplug/h1dc
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Technical Information
PD-Series

Body
Size

PD-Series ISO15171-1 Diagnostic Coupler (Female Threads)

Part Detail Length Maximum OD Hex
mmPart # Threads Material inch mm inch mm

1/8”
1PDF1 1/8” - 27 NPT steel 2.13 54.1 0.98 24.8 21
1PDF2 1/4” - 18 NPT steel 2.13 54.1 0.98 24.8 21

Body
Size

PD-Series ISO15171-1 Diagnostic Interchange

Steel Coupler/Plug Connected Steel Plug Disconnected

Max. Working Burst Max. Working Burst

PSI Bar PSI Bar PSI Bar PSI Bar

1/8” 6,000 400 18,700 1,300 5,000 400 24,000 1,600

Rated Pressure Chart

Body
Size

Interchange Standards Functional Parameters

International
Standards

ANSI/NFPA
Standards

Locking Ball 
Quantity

Air
Inclusion 

cc

Fluid
Loss 

cc

Vacuum
inch HG

Flow
ΔP = 22 PSI

1/8” ISO15171-1 SAE J1502 10 0.02 0.1 27.4 3.0 LPM

Technical Specifications

Body
Size

PD-Series ISO15171-1 Diagnostic Plug (Female Threads)

Part Detail Length Maximum OD Hex
mmPart # Threads Material inch mm inch mm

1/8"
PD1F1 1/8” - 27 NPT steel 1.88 47.7 0.76 19.3 17
PD1F2 1/4” - 18 NPT steel 1.88 47.7 0.76 19.3 17

https://australia.dixonvalve.com/product/1PDF1
https://australia.dixonvalve.com/product/1PDF2
https://australia.dixonvalve.com/product/PD1F1
https://australia.dixonvalve.com/product/PD1F2
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Technical Information
PD-Series

Body
Size

PD-Series ISO15171-1 Diagnostic Coupler (Male Threads)

Part Detail Length Maximum OD Hex
mmPart # Threads Material inch mm inch mm

1/8” 1PDM2 1/4” - 18 NPT steel 2.28 57.9 0.98 24.9 21

Body
Size

PD-Series ISO15171-1 Diagnostic Plug (Male Threads)

Part Detail Length Maximum OD Hex
mmPart # Threads Material inch mm inch mm

1/8"
PD1M1 1/8” - 27 NPT steel 1.98 50.2 0.76 19.3 17
PD1M2 1/4” - 18 NPT steel 1.48 37.5 0.76 19.3 17

Body
Size

PD-Series ISO15171-1 Diagnostic Plug (Male ORB Threads)

Part Detail Length Maximum OD Hex
mmPart # Threads Material inch mm inch mm

1/8”
PD1OM2 7/16” - 20 ORB steel 1.93 49.0 0.76 19.3 17
PD1OM3 9/16” - 18 ORB steel 1.48 37.5 0.76 19.3 17

Body
Size

PD-Series Plug Dust Cap

Part Detail

Part # Material

1/8” H1DC nitrile

Test Point
Body 
Size A B

1/8” 12.45 4.83

B

A

PD-Series Profile

Dixon
1300 134 651

customerservice@dixonvalve.com.au
dixonvalve.com.au

Product Code: AP15

https://australia.dixonvalve.com/product/1PDM2
https://australia.dixonvalve.com/product/PD1M1
https://australia.dixonvalve.com/product/PD1M2
https://australia.dixonvalve.com/product/PD1OM2
https://australia.dixonvalve.com/product/PD1OM3
https://australia.dixonvalve.com/product/H1DC

