
Dixon Sanitary Breakaway Couplings are designed for minimal spillage and reduced damage associated with pull away and 
drive away incidents when loading and unloading movable tank units.

Dixon Sanitary 
Breakaway Couplings  

DATA SHEET

Application
• Minimises spillage and damage associated with pull away  
 and drive away incidents 

Features
• Designed to be installed between a fixed point and a hose
• Coupling breaks away with an excessive load
• Tube weld connection standard, optional sanitary ends 
 available
• Replacement bolt kits available 

Specifications
• Working pressure: 250 PSI @ 21°C
• EPDM standard clamp gasket, optional material available 
• 13kN break load bolts standard, other break loads available
• 316 stainless steel polished to standard <32Ra, 3A finish 

Size Description Part Number 

2” Safety breakaway coupling unvalved 2” EPDM seal SS316 
13KN breakaway bolts buttweld 

SBC-200BBE-13

2.5” Safety breakaway coupling unvalved 2.5” EPDM seal SS316 
13KN breakaway bolts buttweld

SBC-250BBE-13

2.5” Safety breakaway coupling unvalved 2.5” EPDM seal SS316
24kN breakaway bolts buttweld 

SBC-250BBE-24

3” Safety breakaway coupling unvalved 3” EPDM seal SS316
13kN breakaway bolts buttweld 

SBC-300BBE-13

3” Safety breakaway coupling unvalved 3” EPDM seal SS316
24kN breakaway bolts buttweld 

SBC-300BBE-24

4” Safety breakaway coupling unvalved 4” EPDM seal SS316
13kN breakaway bolts buttweld 

SBC-400BBE-13 

4” Safety breakaway coupling unvalved 4” EPDM seal SS316
24kN breakaway bolts buttweld SBC-400BBE-24 

6” Safety breakaway coupling unvalved 6” EPDM seal SS316
6 x 13kN breakaway bolts buttweld 

SBC-600BBE-13

6” Safety breakaway coupling unvalved 6” EPDM seal SS316 
6 x 33kN breakaway bolts buttweld 

SBC-600BBE-33 

Description Part Number 

Replacement bolt kit 9.0kN - 3 Bolts x 3 Nuts x 3 Locknuts SBC200RK-9.0
Replacement bolt kit 13.0kN - 3 Bolts x 3 Nuts x 3 Locknuts SBC200RK-13.0

Replacement bolt kit 15.0kN - 3 Bolts x 3 Nuts x 3 Locknuts SBC200RK-15.0

Replacement bolt kit 24.0kN - 3 Bolts x 3 Nuts x 3 Locknuts SBC250RK-24.0
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Assembly Instructions 

1. Thread in breakaway bolts, hand tight in body 

3. Place send body over bolts 

2. Place gasket on body 

4. Start nuts on bolt  

5. Compress bodies together in vice to evenly
     reduce gap to 0.032 inches (check with feeler  
     gauge)

6. Apply thread locker to bolts and hand tighten  
    nuts 


