
Hose & Hose Assemblies

Complete hose data specification sheets are available upon request.
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All prices exclude GST.
ADPL718

All prices exclude GST.
ADPL718

12

A

Yellow

Part No.
Dimensions (mm) Working Pressure

BP PSI
Bend 

Radius 
(mm)

Weight
kg/mtr

Length
mtr

Price $
per mtrID OD PSI MPa

A104010YE 10.0 18.2 300 2.1 1200 60 0.27
200 mtr 

reels
(2 x 100 
mtr per 

reel)

8.15

A104012YE 12.5 21.9 300 2.1 1200 75 0.38 10.94

A104020YE 19.0 30.2 300 2.1 1200 114 0.63 16.96

A104025YE 25.0 38.0 300 2.1 1200 150 0.96 24.46

Rubber Multi-Purpose Non-Conductive (A104)

DB18

Blue

Part No.
Dimensions (mm) Working Pressure

BP PSI
Bend 

Radius 
(mm)

Weight
kg/mtr

Length
mtr

Price $
per mtrID OD PSI MPa

A104010BL 10.0 18.2 300 2.1 1200 60 0.27
200 mtr 

reels
(2 x 100 
mtr per 

reel)

8.15

A104012BL 12.5 21.9 300 2.1 1200 75 0.38 10.94

A104020BL 19.0 30.2 300 2.1 1200 114 0.63 16.96

A104025BL 25.0 38.0 300 2.1 1200 150 0.96 24.46

Red

Part No.
Dimensions (mm) Working Pressure

BP PSI
Bend 

Radius 
(mm)

Weight
kg/mtr

Length
mtr

Price $
per mtrID OD PSI MPa

A104005 4.8 12.0 300 2.1 1200 29 0.10

200m
Reels
(2 x 

100m
per reel)

3.92

A104006 6.0 15.9 300 2.1 1200 36 0.24 5.30

A104008 8.0 17.0 300 2.1 1200 48 0.25 6.15

A104010 10.0 18.2 300 2.1 1200 60 0.27 6.71

A104012 12.5 21.9 300 2.1 1200 75 0.38 9.77

A104016 16.0 26.0 300 2.1 1200 96 0.43 14.52

A104020 19.0 30.2 300 2.1 1200 114 0.63 15.08

A104025 25.0 38.0 300 2.1 1200 150 0.96 21.79

A104032 32.0 45.0 250 1.7 1000 190 1.24 60m
Reels
(2 x 30 
mtr per 

reel)

34.08

A104040 38.0 53.0 250 1.7 1000 228 1.44 48.03

A104050 50.0 67.0 200 1.4 800 400 1.50 62.55

 Application: Multi-Purpose hose used in steel mills, shipyards, foundries, auto plants and construction industries. 
For conveying a wide range of media inc. air, water, oil and other petroleum products

 Tube: NBR

 Reinforcing: Polyester Braid

 Cover: NBR

 Temperature Range: -20°C to 70°C

 Special Features: •  Red, Yellow, Blue and covers allow for colour coding where cross contamination of media can 
affect the safe operation of plant equipment.

•  UV stabilised, Oil Mist Resistant, Non Conductive
•  Minimum cut length of 5 mtrs, charges apply for cutting hose.

Price Group: HR


