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Size 
(inch) Part	No. Thread	Size	

(inch)
Body 

Material
Weight 
(kg)

Pkg Qty Price $ 
(ea)Bag Box

¼ 2HSF2-B ¼ - 18 NPTF Brass 0.13 5 50 56.40
¼ 2HSF2-S ¼ - 18 NPTF 303 SS 0.13 5 50 60.54
¼ 2HSBF2-B ¼ - 19 BSPP Brass 0.13 5 50 54.69
¼ 2HSBF2-S ¼ - 19 BSPP 303 SS 0.13 5 50 83.69
⅜ 3HSF3-B ⅜ - 18 NPTF Brass 0.22 - 50 65.88
⅜ 3HSF3-S ⅜ - 18 NPTF 303 SS 0.22 - 50 93.18
⅜ 3HSBF3-B ⅜ - 19 BSPP Brass 0.22 - 50 72.63
⅜ 3HSBF3-S ⅜ - 19 BSPP 303 SS 0.22 - 50 104.90
½ 4HSF4-B ½ - 14 NPTF Brass 0.34 - 25 91.05
½ 4HSF4-S ½ - 14 NPTF 303 SS 0.34 - 25 92.32
½ 4HSBF4-B ½ - 14 BSPP Brass 0.34 - 25 77.55
½ 4HSBF4-S ½ - 14 BSPP 303 SS 0.34 - 25 121.18
¾ 6HSF6-B ¾ - 14 NPTF Brass 0.59 - 10 183.25
¾ 6HSF6-S ¾ - 14 NPTF 303 SS 0.59 - 10 140.91
¾ 6HSBF6-B ¾ - 14 BSPP Brass 0.59 - 10 113.80
¾ 6HSBF6-S ¾ - 14 BSPP 303 SS 0.59 - 10 224.11
1 8HSF8-B 1 - 11½ NPTF Brass 0.88 - 10 172.03
1 8HSF8-S 1 - 11½ NPTF 303 SS 0.88 - 10 261.74
1 8HSBF8-B 1 - 11 BSPP Brass 0.88 - 10 161.12
1 8HSBF8-S 1 - 11 BSPP 303 SS 0.88 - 10 328.99

HS-Series Couplers

Size 
(inch) Part	No. Thread	Size	(inch) Body 

Material
Weight 
(kg)

Pkg Qty Price $ 
(ea)Bag Box

¼ HS2F2 ¼ - 18 NPTF Steel 0.03 10 50 12.20

¼ HS2F2-B ¼ - 18 NPTF Brass 0.03 10 50 13.10

¼ HS2F2-S ¼ - 18 NPTF 303 SS 0.03 10 50 27.03

¼ HS2BF2 ¼ - 19 BSPP Steel 0.03 10 50 20.07

¼ HS2BF2-B ¼ - 19 BSPP Brass 0.03 10 50 31.99

¼ HS2BF2-S ¼ - 19 BSPP 303 SS 0.03 10 50 40.09

⅜ HS3F3 ⅜ - 18 NPTF Steel 0.06 10 50 27.78

⅜ HS3F3-B ⅜ - 18 NPTF Brass 0.06 10 50 18.63

⅜ HS3F3-S ⅜ - 18 NPTF 303 SS 0.06 10 50 51.35

⅜ HS3BF3 ⅜ - 19 BSPP Steel 0.06 10 50 23.10

⅜ HS3BF3-B ⅜ - 19 BSPP Brass 0.06 10 50 35.13

⅜ HS3BF3-S ⅜ - 19 BSPP 303 SS 0.06 10 50 53.48

½ HS4F4 ½ - 14 NPTF Steel 0.11 5 25 19.94

½ HS4F4-B ½ - 14 NPTF Brass 0.11 5 25 32.07

½ HS4F4-S ½ - 14 NPTF 303 SS 0.11 5 25 63.57

½ HS4BF4 ½ - 14 BSPP Steel 0.11 5 25 61.75

½ HS4BF4-B ½ - 14 BSPP Brass 0.11 5 25 57.52

½ HS4BF4-S ½ - 14 BSPP 303 SS 0.11 5 25 62.10

¾ HS6F6 ¾ - 14 NPTF Steel 0.21 - 10 41.90

¾ HS6F6-B ¾ - 14 NPTF Brass 0.21 - 10 38.75

¾ HS6BF6 ¾ - 14 BSPP Steel 0.21 - 10 50.79

¾ HS6BF6-B ¾ - 14 BSPP Brass 0.21 - 10 49.83

¾ HS6BF6-S ¾ - 14 BSPP 303 SS 0.21 - 10 124.44

1 HS8F8 1 - 11½ NPTF Steel 0.34 - 10 65.47

1 HS8F8-B 1 - 11½ NPTF Brass 0.34 - 10 80.01

1 HS8F8-S 1 - 11½ NPTF 303 SS 0.34 - 10 140.14

1 HS8BF8 1 - 11 BSPP Steel 0.34 - 10 69.57

1 HS8BF8-B 1 - 11 BSPP Brass 0.34 - 10 72.80

1 HS8BF8-S 1 - 11 BSPP 303 SS 0.34 - 10 189.28

HS-Series Nipples

Female Thread

Female Thread

AP04

Price	Group:	PC

Price	Group:	PC

• NPTF & ORB thread styles also 
available. 
• A complete range of seal 
options are available.

FOR	TECHNICAL	GUIDELINES	PLEASE	REFER	TO	PAGE	272

Note:	Maximum	working	pressure	has	been	calculated	using	saturated	steam	at	194°C	for	general	purpose	continuous	
steam	service.	 For	 advanced	operating	pressure	or	 super-heated	 steam	applications,	 contact	Dixon™	 for	 further	
information.
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