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DA30

PVC Blue Air Tool Hose

Part No.
Dimensions (mm) Working Pressure

BP PSI
Bend

Radius
(mm)

Weight
kg/mtr

Coil 
Lengths

Price $ per 
coilID OD PSI MPa

H0300620 6 12 230 1.6 920 40 0.11 20 45.56

H03006100 6 12 230 1.6 920 40 0.11 100 227.82

H0300820 8 13.8 230 1.6 920 60 0.12 20 55.58

H03008100 8 13.8 230 1.6 920 60 0.12 100 277.95

H0301020 10 17 230 1.6 920 80 0.14 20 54.68

H0301030 10 17 230 1.6 920 80 0.14 30 82.02

H03010100 10 17 230 1.6 920 80 0.14 100 273.40

H03010300 10 17 230 1.6 920 80 0.14 300 820.18

H0301220 12.5 19 230 1.6 920 100 0.16 20 84.29

H03012100 12.5 19 230 1.6 920 100 0.16 100 421.48

H03012200 12.5 19 230 1.6 920 100 0.16 200 842.96

 Application: Air, water and mild agricultural chemicals and fluid transfer where low temperature 
flexibility is required. Good oil mist resistance for portable compressor airlines. UV 
stabilised

 Tube: Black PVC

 Reinforcing: High tensile synthetic

 Cover: Blue smooth PVC

 Temperature Range: -10oC to 60oC

 Special Features: UV stabilised

 Standards: Exceeds AS2554:1998

Price Group: HP

Dixon™ Blue Air Tool Hose Assembly

DA30

Part No.
Dimensions (mm) Working Pressure

BP PSI
Bend 

Radius 
(mm)

Weight
kg/mtr

Length
mtr

Price $
per coilID OD PSI MPa

H0301010F 10 17 250 1.9 1160 80 0.18 10 82.02

H0301020F 10 17 250 1.9 1160 80 0.18 20 117.33

H0301030F 10 17 250 1.9 1160 80 0.18 30 142.39

 Application: Air, water and mild agricultural chemicals and fluid transfer where low temperature 
flexibility is required. Good oil mist resistance for portable compressor airlines. UV 
stabilised

 Tube: White PVC

 Reinforcing: Polyester

 Cover: Blue smooth PVC

 Temperature Range: -10oC to 60oC

 Special Features: •  Assembled with Dixon™ One Touch Lockable Fittings
•  Standard hose assemblies supplied with Nitto compatible couplings. Other 

interchangeable coupling options such as CEJN and Ryco available upon request.

 Standards: Exceeds AS2554:1998 Class B

Price Group: HP


