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 Design: ANSI 150 Cast Steel, OS&Y - ASME B16.34 & API 600

 End Connection: Flanged ANSI 150#

 Body Materials: Cast steel - ASTM A105

 Seat & Trim: Seat ring - 2Cr13, Stem - 2Cr13, Disc - 2Cr13 + STL

 Pressure/Temp: 285 PSI CWP

 Application: Petro-Chemical, oil and gas, mining, power and general services

Options: Sizes in ½" to 1½" ANSI 150 also available on request

Features: OS&Y, Bolted Bonnet, Full Bore, Solid Wedge

Other: ANSI 300 and 600 also available in gate, globe and check valves

ANSI 150 Cast Steel Gate Valves - API 600

Cast Steel Gate Valve ANSI 150
Size

Flange
CWP WP

Part No. Price $
inch mm PSI MPa

2 50 ANSI 150 285 1.965 VGA-CS-150-050 791.97 

2½ 65 ANSI 150 285 1.965 VGA-CS-150-065 1087.00 

3 80 ANSI 150 285 1.965 VGA-CS-150-080 1116.49 

4 100 ANSI 150 285 1.965 VGA-CS-150-100 1536.96 

6 150 ANSI 150 285 1.965 VGA-CS-150-150 2386.33 

8 200 ANSI 150 285 1.965 VGA-CS-150-200 4122.58 

10 250 ANSI 150 285 1.965 VGA-CS-150-250 5966.90 

12 300 ANSI 150 285 1.965 VGA-CS-150-300 8071.58 
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Post Indicator Flanged Gate Valves Fig F0211-200

VC02

Face to Face
Dim Part No. Size NB 

(mm) Price $

190 VF-GVNR-RW-065E 65 1119.00

203 VF-GVNR-RW-080E 80 1173.59

229 VF-GVNR-RW-100E 100 1228.18

267 VF-GVNR-RW-150E 150 1866.83

292 VF-GVNR-RW-200E 200 3438.90

330 VF-GVNR-RW-250E 250 5158.35

356 VF-GVNR-RW-300E 300 7642.01

--- VF-PI 65-300 post 2210.73

Lead time 16 to 20 weeks approx.

 Design: Design and dimensions to AWWA C509.

 End Connection: Flanged Table E AS2129 or ANSI 125

 Body Materials: Cast iron body, ASTM A126 CL. B

 Wedge: Resilient seated wedge, EPDM encapsulated

 Pressure: Maximum working pressure 1,400 kPa @ 0.6°C to 52°C

 Approvals: UL/FM Approved

 Options: Other flanges available on request

 Application: Fire protection and distribution services, water, sewerage & neutral liquids.

Price Group: SD


